
Loretto, Pennsylvanial il i
WEDNESDAY, MAY 8, 2024 – 9:00AMWEDNESDAY, MAY 8, 2024 – 9:00AM

PRE-SORTED
FIRST CLASS MAIL

US POSTAGE
PAID

UPPER DARBY, PA
PERMIT #45

`91 BANDIT 1900

`14 CAT D6K XL

`09 JOHN DEERE 64301440 COWPATH RD. • HATFIELD, PA  19440
215/361-9099 • Fax: 215/361-9212

www.hunyady.com

ABSOLUTE AUCTIONABSOLUTE AUCTION
VIRTUAL, LIVE BROADCASTVIRTUAL, LIVE BROADCAST

COMPLETE LIQUIDATION COMPLETE LIQUIDATION 
TP CONTRACTINGTP CONTRACTING



NO MINIMUMS • NO RESERVES

PA Auction License No: AY000281 • While information is believed to be accurate, all items will be sold “As-Is, Where-Is” without guarantee or warranty. A physical inspection is suggested.

Loretto, PennsylvaniaLoretto, Pennsylvania

WEDNESDAY WEDNESDAY 
MAY 8, 2024 – 9:00AMMAY 8, 2024 – 9:00AM

Full Photo Library Available

Notice: After (35) years in the mine reclamation, excavating, trucking, and construction businesses, Mr. Ted Farabaugh had decided to retire and 
redirect his interests. Everything in the auction is owned by TP Contracting and will positively sell to the highest bidder regardless of price!
Location: The majority of items will be sold from TP Contracting’s facility at 402 Beck Road, Loretto, PA 15940, however, the CAT D10s and CAT 637s 
will be sold from their location at 3694 Colonel Drake Highway, Patton, PA 16668. (Please Note: There will be NO LIVE BIDDING onsite)
LIVE, VIRTUAL AUCTION: This auction is being conducted via LIVE, VIRTUAL ONLINE ONLY. There will be NO LIVE BIDDING FROM THE SITE. 
ADDITIONALLY, there will be NO PAYMENTS accepted at the auction site! Payment must be paid either by wire transfer or credit card.
Terms: Complete payment immediately after receipt of invoice by wire transfer or credit card only. Credit card payments will be charged a 3% 
processing fee.
Financing: Financing is available, please contact Susan (215) 361-9099 at the auction company for details.
Online Bidding: Live internet bidding will be provided by Proxibid. Proxibid will charge an Internet Service Provider Fee of 5% to the successful 
internet bidder for items over $10,000 and 10% for items $10,000 and under, for each lot purchased on-line. All bidders are required to register to bid 
through Proxibid.
Sales Tax: Since the items being sold were not normally sold in the course of this business, the Commonwealth of Pennsylvania considers this an 
isolated sale and does not require the auction company to collect sales tax.
Inspection: Items will be available for inspection beginning (1) week prior to auction, starting Wednesday, May 1, 2024 from 8:00AM until 4:00PM. 
The site is closed for the weekend.
Removal: After complete payment items can be removed sale day until 4:00pm. Items may also be removed Thursday and Friday, May 9th and 10th 
and Monday thru Wednesday, May 13th – May 15th, 8:00AM until 4:00PM. All items must be removed by Wednesday, May 15, 2024 at 4:00PM.
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1990 CATERPILLAR 
Model D10N 
Crawler Tractor, s/n 
2YD01385, powered 
by Cat 3412 diesel 
engine and powershift 
transmission, 
equipped with U-blade 
with twin tilt, 4-barrel, 
multi shank ripper 
with (1) shank, s/n 
1WH00407, ROPS 
over enclosed cab 
with heat and air 
conditioning, and 
27.75” SBG pads. In 
good condition with good undercarriage. (Less Than 500 Hours on 200 Hour 
Rebuilt Running Takeout Engine – No Documentation)

1988 
CATERPILLAR 
Model D10N 
Crawler Tractor, 
s/n 2YD00448, 
powered by Cat 
3412 diesel engine 
and powershift 
transmission, 
equipped with 
U-blade with twin tilt, 
4-barrel, single shank 
ripper, s/n 1XH00247, 
ROPS over enclosed 
cab with heat and air 
conditioning, and 

27.75” SBG pads. In good condition with good undercarriage. (Less Than 
500 Hours on Rebuilt Engine - Including NEW Crankshaft and Rebuilt Injector 
Pump) (Less Than 100 Hours on NEW Track Rails) (1,500 Hours on NEW 
Hydraulic Pump)
2014 CATERPILLAR 
Model D6K XL 
Crawler Tractor, 
s/n WMR00631, 
powered by Cat diesel 
engine and push 
button powershift 
transmission, 
equipped with 6-way 
folding straight blade, 
joystick steering, 
drawbar, GPS ready, 
enclosed ROPS cab 
with heat and air 
conditioning, and 22” 
SBG pads. In good to 
very good condition 
with good to very good undercarriage. (Meter Reads 1,445 Hours)  
(NEW Injector Pump and Supply Pump)
Parts: D10: UNUSED U-Blade Cutting Edge Set, with corner bits • (3) 
UNUSED Complete Sprocket Segment Sets and (1) Used Complete Sprocket 
Segment Set • Track Hardware • U-Blade (Fair Condition) • (2) Lift Cylinders 
and (1) Tilt Cylinder • (1) Ripper Cylinder • CAT 3412 Running Take Out 
Diesel Engine • Final Drive Planetary • D6: UNUSED Cutting Edge Set

CRAWLER TRACTORS

`90 CAT D10N

`88 CAT D10N

`14 CAT D6K XL

`

2003 VOLVO Model A35D, 
35 Ton Articulated End 
Dump, s/n A35DV71083, 
powered by Volvo 6 cylinder 
diesel engine and 4 speed 
automatic transmission, 
equipped with heated and line 
bed, enclosed ROPS cab with 
heat and air conditioning, 
and 26.5R25 tires. In good 
condition with good tires. 
(Approximately 18,000 
Hours – Clock Not Operating) (Odometer Reads 010,168 Miles) (Bed Relined 
Approximately 200 Hours Ago)
2000 JOHN DEERE 
Model 250C, 25 Ton 
Articulated End Dump, s/n 
BE250CT00010, powered by 
Mercedes 6 cylinder diesel 
engine and Allison push 
button automatic transmission, 
equipped with lined bed, 
exhaust brake, hydraulic 
retarder, companion seat, 
enclosed ROPS cab with heat 
and air conditioning, and 
23.5R25 tires. In good condition with good tires. (Meter Reads 5,889 Hours)
1983 CATERPILLAR 
Model 637D Tandem 
Motor Scraper, s/n 
27W01671, powered by Cat 
3408 diesel engine front, 
Cat 3306 diesel engine rear 
and 8 speed powershift 
transmission, equipped with 
rear bale hook/push block, 
air ride seat, cushion hitch, 
enclosed ROPS cab with heat and air conditioning, and 37.25x35 tires. In good 
condition with fair tires. 
1973 CATERPILLAR 
Model 637C Tandem 
Motor Scraper, s/n 
65M494, powered by Cat 
6 cylinder front and rear 
and 8 speed powershift 
transmission, equipped with 
rear bale hook/push block and 
enclosed ROPS cab with heat 
and air conditioning. In fair 
condition with fair tires. 
1978 CATERPILLAR 
Model 613B Articulated 
Water Wagon, s/n 
38W5122, powered by Cat 
3208 diesel engine and 
powershift transmission, 
equipped with approximately 
5,000 gallon bulk load water 
body, (2) rear air actuated 
spray heads, water cannon, 
ROPS canopy with windshield, 
and 23.5x25 tires. In good condition with good tires (one poor). 

ARTICULATED END DUMPS, MOTOR SCRAPERS, AND WATER WAGON
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2013 KOMATSU Model PC160LC-8 
Hydraulic Excavator, s/n 25515, 
powered by Komastu EC0T3, 6 cylinder 
diesel engine and hydraulic drive, 
equipped with 8’6” dipper stick, Lemac 
42” digging bucket, JRB hydraulic 
coupler, auxiliary hydraulics, rearview 
camera, enclosed ROPS cab with heat 
and air conditioning, and 23.5” TBG 
pads. In good condition with good 
undercarriage. (Meter Reads 04,675 
Hours)
2013 JOHN DEERE Model 470G 
LC Hydraulic Excavator, s/n 
470400, powered by JD 6 cylinder 
diesel engine and hydraulic drive, 
equipped with 12’6” dipper stick, TAG 
60” digging bucket, Esco hydraulic 
coupler, auxiliary hydraulics, rearview 
camera, counterweight removal system, 
pattern changer, heated seat, enclosed 
ROPS cab with heat, and 35.5” TBG 
pads. In good condition with good 
undercarriage. (Meter Reads 6,690 
Hours) (Less Than 250 Hours on NEW 
Injector Pump, Injectors, and Fuel Lines) (Auxiliary Hydraulic Piping Removed)
Attachments: Hydraulic Demo Hammer (PC160) • 60” Hydraulic Chain Saw 
(PC160) • 80” Trapezoidal Bucket (PC160/JD 470) • LEMAC 24” Digging Bucket 
(PC160) • 88” Cleanup Bucket (PC160)

1999 CATERPILLAR Model 
980G Rubber Tired Loader, s/n 
2KR03263, powered by Cat 3406 diesel 
engine and powershift transmission, 
equipped with general purpose 
loader bucket with teeth and weld-on 
segments, Micro Load 300 bucket 
scale, fingertip controls, enclosed 
ROPS cab with heat, and 29.5R25 tires. 
In good condition with good front and 
fair rear tires. (Meter Reads 47,268 Hours)

1974 CATERPILLAR Model 988 
Rubber Tired Loader, s/n 87A8328, 
powered by Cat 6 cylinder diesel 
engine and powershift transmission, 
equipped with general purpose loader 
bucket with teeth, enclosed ROPS cab 
with heat and air conditioning, and 
29.5x29 tires. In fair condition with 
good tires. 

2001 JOHN DEERE Model 
648G-III Dual Arch Grapple 
Skidder, s/n X581539, powered 
by JD 6 cylinder diesel engine and 
powershift transmission, equipped with 
7’2” push blade, hydraulic winch, 60” 
rotating grapple, enclosed ROPS cab 
with sweeps, heat and air conditioning, 
and foam filled tires. In good condition 
with good tires. (Meter Reads 18,504 Hours) (Zero Hours on Reman Engine)

2001 JOHN DEERE Model 310SG, 
4x4 Tractor Loader Extend-A-Hoe, 
s/n 895944, powered by JD 4 cylinder 
diesel engine and shuttle transmission, 
equipped with general purpose loader 
bucket with bolt-on cutting edge, 
24” digging bucket, rear auxiliary 
hydraulics, enclosed ROPS cab with 
heat, 12.5/80-18 front and 19.5Lx24 
rear tires. In good condition with good 
tires. (Meter Reads 3,758 Hours)
JD 36” Digging Bucket (JD 310SG) • 
JD 12” Digging Bucket (JD 310SG) • 
Hydraulic Plate Compactor (JD 310SG)
2009 CATERPILLAR Model 279C 
Crawler Skid Steer Loader, s/n 
MBT00747, powered by Cat C3.4 
diesel engine and 2 speed hydrostatic 
transmission, equipped with 80” 
general purpose loader bucket with 
bolt-on cutting edge, hydraulic coupler, 
auxiliary hydraulics, rearview camera, 
enclosed ROPS cab with heat and air 
conditioning, and 17.5” rubber tracks. 
In good condition with good tracks. 
(Meter Reads 2,977 Hours)
41” Fork Attachment (Skid Steer) 
1996 BOMAG Model BW172D-2 
Vibratory Compactor, s/n 
10952012457T, powered by Deutz 4 
cylinder air cooled diesel engine and 
hydrostatic transmission, equipped 
with 66” smooth drum, dual frequency 
vibration, and 14.9x24 tires. In good 
condition with fair tires. (Meter Reads 
04,182 Hours)
WACKER Model RT828 Walk Behind Trench Compactor, s/n 764401217, 
powered by Lombardini 2 cylinder diesel engine and hydrostatic transmission, 
equipped with 32” split padfoot drum and umbilical remote. In good condition. 
(Meter Reads 0,078 Hours)
48” Tow Behind Sheepsfoot Compactor

1991 BANDIT Model 1900 
Crawler Whole Tree Disc 
Chipper, s/n 1026, powered by 
Cummins 855 diesel engine and 
hydraulic drive, equipped with 8’6” 
boom, 19” diameter capacity, 18” 
x 6’ hydraulic rotating grapple, 24” 
feed rollers, joystick controls, foot 
travel controls, enclosed ROPS cab 
with heat and air conditioning, and 
20” SBG pads. In good condition 
with very good undercarriage. (Meter Reads 2,631 Hours In Cab) (Zero Hours on 
Rebuilt Engine; All Hoses Replaced with Metal Plumbing)
BOWIE Hydro Mulcher Skid Mounted Hydraulic Chain Drive 
Hydroseeder, equipped with 10’ x 6’ tank and 67” frame. In fair condition.
REINCO Model TM730 Skid Mounted Mulcher, s/n 990, powered by 
Wisconsin 4 cylinder, 37HP diesel engine. In good condition.
Silt Sock Auger Attachment, equipped with 72” hopper, Lowe 1650CL, 12” 
hydraulic auger. (Skid Steer)

HYDRAULIC EXCAVATORS AND ATTACHMENTS

RUBBER TIRED LOADERS AND GRAPPLE SKIDDER

TRACTOR LOADER BACKHOE, SKID STEER LOADER, AND COMPACTORS

CRAWLER CHIPPER, HYDROSEEDER, MULCHER, AND SILT SOCK STUFFER
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2009 JOHN DEERE Model 
6430, 4x4 Utility Tractor, s/n 
L06430H619314, powered by JD 
4.5L, 115HP diesel engine and 
shuttle transmission, equipped 
with 3-point hitch, PTO, dual 
hydraulic outlets, (14) front 
pocketbook counterweights, 
enclosed ROPS cab with heat 
and air conditioning, 340/85R28 
front and 460/85R38 rear tires. 
In very good condition with very 
good tires. (Hour Meter Not 
Operating) 
1956 INTERNATIONAL 
HARVESTER McCORMICK 
FARMALL Model 300 
Utility Tractor, s/n 26563SJ, 
powered by 4 cylinder, 42HP 
diesel engine and 4 speed 
transmission, equipped with 
3-point hitch, PTO, auxiliary 
hydraulics, inner and outer rear 
wheel weights, 6.00x16 front and 13.6x38 rear tires. In good condition with 
good tires. (Meter Reads 4,318 Hours)
BAILBUSTER 6’ Round Bale Processor, equipped with PTO driven 
hydraulics, hydraulic bale loader, 6’ slat chain feeder, 3-point hitch mount, 
and 225/75R15 tires. In fair to good condition.
3-Point Hitch Attachments: 12’ Chisel Plow, with transport wheels • 14’ 
Ground Conditioner • BMC Broadcast Seeder • NEW IDEA 518, 7’ Snow 
Blower  • Coupler

TAMROCK Model 
DHA500S Crawler 
Drill, s/n 906849, 
powered by Deutz 6 
cylinder air cooled diesel 
engine and hydraulic 
drive, equipped with 20’ 
mast, 6’ to approximately 
12’ extending boom, dust 
system, and 10” SBG 
pads. In good condition 
with good undercarriage. 
(Meter Reads 6,787 
Engine Hours and 00,899 
Travel Hours) (Some Hydraulic Hoses in Poor Condition)

2007 FREIGHTLINER Model 
120 Classic Tri-Axle Dump 
Truck, powered by Detroit Series 
60, 515HP diesel engine and Fuller 
18 speed transmission, equipped 
with Trail King ADB19-676+4, 
19’6” aluminum dump body 
with chute and pneumatic tarp, 
46,000# rears, 18,740 front and lift 
axles, 83,480 GVWR, block beam 
suspension, 2-stage engine brake, 
pintle hitch with air and electric, aluminum wheels, heated mirrors, power 
passenger mirrors, cruise control, air conditioning, 385/65R22.5 front and 
lift and 11R24.5 rear tires. In good condition with good tires. (Odometer 
Reads 435,219 Miles) (Engine and Transmission Rebuilt by Penn Diesel at 
Approximately 200,000 Miles) 

2000 MACK Model 
RD688S Tandem Axle 
Dump Truck, powered by 
Mack E7-350 diesel engine 
and Fuller 8LL, 10 speed 
transmission, equipped with 
Benson 13’6” aluminum dump 
body with heated bed and 
chute, camelback suspension, 
2-stage engine brake, rear air 

and hydraulic outlets, aluminum wheels, stainless steel tailgate spreader, 11’ 
hydraulic angle snow plow, and 11R24.5 tires. In good condition with good 
tires. (Odometer Reads 177,375 Miles) (Meter Reads 2,921 Hours) 

UTILITY TRACTORS AND ATTACHMENTS CRAWLER DRILL

DUMP TRUCKS

FLATBED, VAN BODY, FIRE TRUCK, AND SIDE-BY-SIDE

`09 JOHN DEERE 6430

TAMROCK DHA500S

`00 MACK RD688S
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`56 IH MCCORMICK FARMALL 300

2019 FORD Model 
F-350XL, 4x4 Crew Cab 
Flatbed Truck, powered 
by Powerstroke 6.7L diesel 
engine and automatic 
transmission, equipped 
with CM 9’6” aluminum 
flatbed with 5th wheel pin, 
storage bins and stake 
pockets, tow package, 
running boards, power windows, locks, and mirrors, dual rear wheels, 
cruise control, air conditioning, and 245/75R17 tires. In good condition 
with good tires. (Odometer Reads 091,911 Miles)
1997 GMC Model C6500 Single Axle Van Body Truck, powered 
by Cat 6 cylinder diesel engine and 6 speed transmission, equipped 
with Duralite 24’6” aluminum van body with rollup rear door, electric/
hydraulic service crane, metal bench with vise, bolt bin with contents, 
self winding hose reel (no hose), rolling toolbox, (3) porta power, 
assorted wrenches and parts, and 11R22.5 tires. In good condition with 
good tires. (Odometer Reads 320,230 Miles) (Bad Transmission)
1988 PIERCE Model 
E4057 Fire Truck, 
powered by diesel 
engine and automatic 
transmission, equipped 
with 1,750 GPM pump 
capacity, water cannon, 
rider cab, 24,000# rear 
and 16,200 front axle, 
40,200# GVWR, and 
315/80R22.5 tires. In good condition with good tires. (Odometer Reads 
058,809 Miles) (Meter Reads 027,354 Hours)
POLARIS Brutus 4x4 
Side by Side, powered 
by Yanmar 3 cylinder 
diesel engine and 2 speed 
hydrostatic transmission, 
equipped with manual 
dump bed, tow package, 
ROPS canopy, and 
25x11x12 NHS tires.  
In good condition with 
good tires. (Odometer 
Reads 1,070 Miles) POLARIS BRUTUS 4X4

PIERCE E4057 FIRE TRUCK

`19 FORD F-350XL 4X4
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2018 B WISE Model 
THDG-2416 Tandem Axle 
Gooseneck Trailer, equipped 
with 24’ level deck, 20” folding 
ramp, 98” deck width, 102” 
overall width, stake pockets, 
chain dogs, electric brakes, 
spring suspension, 7,000# axles, 
16,800# GVWR, and 235/80R16 
tires. In good condition with good 
tires.

1999 INTERSTATE Model 
40DLA, 20 Ton Tandem 
Axle Tag-A-Long Trailer, 
equipped with 19’ level deck, 6’ 
beavertail, 5’ ramps, 102” width, 
manual adjustable pintle hitch, 
spring suspension, air brakes, 
and 215/75R17.5 tires. In good 
condition with good tires. 

8’ x 20’ Single Axle Office Trailer, equipped with single office, single 
man door, window air conditioning unit, baseboard heat, and 8x14.5 tires. 
In good condition with good tires.
1988 JOBSITE Model 824RF0, 8’ x 20’ Single Axle Office 
Trailer, s/n 2488848, equipped with single office, window air 
conditioning unit, wall mounted heater, and 8x14.5 tires. In good 
condition with good tires.

WHITE Model MA30S, 6,000# Solid Tired Forklift, s/n 35600168, 
powered by 4 cylinder propane gas engine and shuttle transmission, 
equipped with 181” 3-stage mast, mast tilt, and 42” forks. In good 
condition with good tires. 
CROWN Model 30RDTT, 3,000# Standup Rider Forklift, 
s/n W-42900, powered by 36 volt DC electric motor and hydrostatic 
transmission, equipped with 198” 3-stage mast, 42” forks, side shift, 
3-phase battery charger. In good condition. (Meter Reads 3,536 Hours)
RAYMOND Model 85i-W3RTN-1102 Walk Behind Electric 
Forklift, s/n W3RTN-40-27-104-5, equipped with 2-stage mast, 42” 
forks, fork reach, and Hobart charger, 120 volt. In good condition.

LEEBOY Model 1000 Crawler Paver, s/n 1021299006504, powered by Deutz 2 cylinder air cooled diesel engine and hydraulic drive, equipped with 8’ 
to 14’ propane heated screed. (Parts-Runs) • HEWITT ROBINS 5’ x 14’ Triple Deck Hydraulic Vibrating Incline Screen, s/n 807. In good condition • 
MANN 91” Root Rake (Fits Deere 750) • 13’ Root Rake (Fits Cat 988A) • 32” Hydraulic Thumb • T1 Steel Plate • Steel Plate • EMPIRE Model P-550 
Portable Sandblast Pot, equipped with whip line and nozzle. In good condition • BELAIR Air Compressor, gas powered • CRAFTSMAN 3600 Watt 
Generator • RED LION 2” Centrifugal Pump • STOW 3” Trash Pump • HILTI 16” Demo Saw • STIHL 029 Super Chain Saw • STIHL TS360 Demo 
Saw • HOMELITE Super 240 Chain Saw • POULAN 220 Pro Chain Saw • IR Pneumatic Rock Drill • IR Pneumatic Paving Breaker • WACKER 
Concrete Vibrator • 10 Ton Hydraulic Floor Jack • ENCO 40051 Pedestal Drill Press • ATP 1-1/2” Drive Pneumatic Impact Wrench • 1.5” to 4” Drive 
Impact Sockets • 1/2” x 1-1/2” Torque Multiplier • Jacking System To Include: (2) hydraulic bottle jacks, with electric/hydraulic power unit

1992 GODWIN Model 
CD100, 4” Portable Pump, 
s/n 914886-17, powered by 
Kubota diesel engine, equipped 
with Dri Prime system and 
78x13 tires. In good condition 
with good tires. (Meter Reads 
1,144 Hours)
GORMAN RUPP Model 
84A2-F2500, 4” Skid 
Mounted Pump, s/n 580817, 
powered by 4 cylinder diesel engine. In fair condition. (Zero Hours on 
Pump End Rebuild and NEW Radiator)
SYKES 4” Portable Pump, s/n unknown, powered by air cooled 
diesel engine, equipped with air prime and 78x15 tires. In fair to good 
condition with good tires.  (Approximately 100 Hours on In-House 
Engine Rebuild)
1996 INGERSOLL RAND 
Model XP185, 185CFM 
Portable Air Compressor, 
s/n 262091UBG281, powered 
by JD 4 cylinder diesel engine, 
equipped with (2) hose reels 
and 215/70R15 tires. In good 
condition with good tires. 
(Meter Reads 00,732 Hours)
OVER-LOWE Model TM3A4DC/LW Portable Light Plant/
Generator, s/n 835023, powered by Lombardini 2 cylinder diesel 
engine, equipped with manual raise, (4) lights, Dyna 8,000 watt 
generator, and 325/75R15 tires. In fair to good condition with good tires. 
(Meter Reads 2,059 Hours)
4” Suction and Discharge Hose

GOOSENECK, TAG-A-LONG, AND OFFICE TRAILERS

FORKLIFTS

PARTS, TOOLS, AND MISCELLANEOUS

PUMPS, AIR COMPRESSORS, AND LIGHT PLANT

`18 B WISE THDG-2416
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`92 GODWIN CD100

`99 INTERSTATE 40DLA

SERVICE TRUCK 
2000 INTERNATIONAL 
Model 8100 Single Axle 
Service Truck, powered by 
Cat C-10 diesel engine and 
Rockwell 10 speed transmission, 
equipped with Auto Crane Titan 
11’ open service body with 24” 
work bumper with vise, Auto 
Crane 8406H service boom 
with wireless remote, Miller 
Trail Blazer 325 diesel welder/generator, s/n MF020298R (0,278 hours), 
2-stage air compressor, Honda GX390 gas engine, tow package with 
electric, 3-stage engine brake, air brakes, aluminum wheels, (2) manual 
outriggers, cruise control, air conditioning, 275/80R22.5 front and 
11R22.5 rear tires. In very good condition with good tires. (Odometer 
Reads 235,358 Miles)

`00 INTERNATIONAL 8100


